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- q ) MATERIAL SAFETY DATA SHEET

Vitrex-CA

1. COMPANY NAME AND ADDRESS: www.aqueoustech.com

Aqueous Technologies Corporation Effective: October 1, 2005
9055 Rancho Park Court

Rancho Cucamonga, CA 91730

PHONE: +1 909-944-7771

2. INGREDIENTS:

Hazardous Components CAS Number Approximate %
No ingredient is determined hazardous by OSHA definition NA NA

See Section 8 for exposure limits (if applicable).

3. HAZARDS IDENTIFICATION:

EMERGENCY OVERVIEW
Clear straw colored liquid with a mild odor. May be irritating to eyes and skin
and to mucous membranes if inhaled or swallowed.

Eyes: Contact may cause irritation.

Skin: Skin contact may cause irritation, possibly severe.

Ingestion: May be harmful if ingested.

Inhalation: May be mildly irritating to lungs, nose and throat.

4. FIRST AID:

Eyes: Immediately flush eyes with plenty of water for 15 minutes. If irritation develops, get medical attention.

Skin: Removg conta_minated clothing and shoes. Wash affected area with plenty of soap and water. Get medical attention. Wash
contaminated items before reuse.

Ingestion: If conscious, give person 1 to 2 glasses of water. Get medical help.

Inhalation: Remove victim from area of exposure. If unconscious, give oxygen. Give artificial respiration if not breathing. Get medical

help.

Medical Conditions Aggravated: Conditions aggravated may include disorders of the skin, respiratory and nervous systems.

5. FIRE AND EXPLOSION HAZARD DATA:

Flash Point: None to boiling

Flammability Limits in Air: None established

Extinguisher Media: Standard methods including dry chemical, carbon dioxide, foam and water fog.

Special Fire Fighting Procedures: Water should be used to keep fire-exposed containers cool. Prevent runoff from fire control from
entering streams, sewers or drinking water supply.

Combustion Products: Oxides of carbon and nitrogen.
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